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Dimensions
Power Connection

13.3" - e paper 1600*1200 4 : 3 16 : 1 270.4 x 202.8 mm 0.169 x 0.169 mm 75Hz <2 seconds
Support, 

maximum 

power 2.16W

1 channel, maximum 

support 128G (optional)
-15℃-65℃ 12V-20V/2A n/a 375*250*65mm

25.3" - e paper 3200*1800 16 : 9 10 : 1 560 x 315 mm 0.175 x 0.175 mm 60Hz <2.5 Seconds
Support, 

maximum 

power 15.36W

Reserved (maximum 

expansion 128G) 

(optional)

15℃-35℃

Adapter with 

Type-c output 

PD protocol 

(optional)

584*340*30.5m

m

31.2" - e paper 2560*1440 16 : 9 12 : 1 691.2 x 388.8 mm 0.27 x 0.27 mm 50Hz <2 seconds
Support, 

maximum 

power 15.36W

2 - way
Maximum support 128G 

(optional)
15℃-35℃

Adapter with 

Type-c output 

PD protocol 

(optional)

843.2*560*80m

m

4G178d

Black and 

white, 16 grey 

levels (Mulit 

colour versions 

avaialble)

IP65 IK08-IK10

1 - way

Adapter with Type-c 

output PD protocol 

(optional)Plug-in lithium 

battery, 50.4W/H

4.0 API and SDK available
Solar powered 

options available

Quad-core 

ARM Cortex 

A7 1.2G

Android 
1 channel 10M/100M 

adaptive


